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TR5600-C1A-28-6192 SPECIFICATIONS 
 
 

 
Behlman's TR5600 is a rugged Transformer Rectifier in a 19” rack mount chassis with  
115/200 VAC three-phase input to a 28 VDC output.  
 
 
INPUT:   115/200 VAC +/- 10%, three-Phase, 350-800 Hz,  
   Multi-pulse Input transformer for low input current THD 
   IAW RTCA DO-160 
 
 
OUTPUT:     
Power:   5600 Watts   
Voltage:  28 VDC  
Current:   200 Amps 
Load Regulation: +/- 12.0% typical at full load 
Line Regulation:  Dependant on input voltage 
Efficiency:  95% typical. 
        
 
 
PROTECTIVE CIRCUITS:  
Input Protection:  Main circuit breaker, with indicator. 
Surge protection:  4 Raycap strikesorb 30 (Surge protectors).  
   One for each input AC line (A, B, C phases)  

One for output DC + Line 
 
 
 
MECHANICAL SPECIFICATIONS: 
Configuration:  19” rack mount chassis 
Dimensions:  5.25H X 22”D  
Total Weight:  Estimated to be 60lbs. 
Operating Temperature: -20 to + 55°C. 
Storage Temperature: -20 to + 70°C.  
Cooling:  Internal fans with temperature control (ON /OFF) 
Humidity:   0-95% RH non-condensing. 
Connections:  Barrier strip   
Grounding:  Ground Stud on chassis. 
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